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Series 127 Lok–Tainer

WEIGHT

1.29g/cm (.116 oz/in)

MATERIALS AND FINISH

HOUSING

•	 Material: 
.025-in. (.64-mm) thick 
Beryllium Copper per  
QQ-C-533

•	 Finish: 
See finish table on  
opposite page

CAM

•	 Material: 
Beryllium Copper per  
QQ-C-533

•	 Finish: 
See finish table on  
opposite page

SCREW

•	 Material: Stainless steel

•	 Finish: Passivated

RECOMMENDED TORQUE

17.7 N-cm (25 in-oz)

BERYLUUM COPPER MATERIAL
FOR GROUNDING APPLICATIONS

CAM DESIGN
PROVIDES UNIFORM
CLAMPING FORCE

CAM MOVED
FOR CLARITY

DESIGNED FOR SHEET–
METAL CHASSIS
APPLICATIONS

MOUNTS WITH
STANDARD RIVETS OR SCREWS–
SEE TECHNICAL APPLICATION/MOUNTING
AND INSTALLATION SECTION

OPTIONAL/NOT TO SCALE

CENTER MOUNTING CUTOUT
OMITTED ON LENGTHS UNDER
127.0 (5.0)

A
SEE
THICKNESS
TABLE

C

6.35
(.250)

2.29
(.090)

5.54 (.218)
MAXBOARD

MODULE
ASSEMBLY

71 SERIES
EXTRACTOR

127 SERIES
LOK–TAINER

.09 HEX HEAD

LEFT HAND RIGHT HAND

9.66 (.380)
MAX EXTENDED

12.70
(.500)

4.19 (.165)

4.83
 (.190)

2.36
(.093)

5.03
(.198)

ø1.71 +.09–/.03
(ø.067+.003/–.001)

L ± .5 (.02) 

M ±.13 (.005) = L –19.1 (.750) 

SCREW ACTIVATION,
PRECISE CLAMPING,
ZERO INSERTION
FORCE

EXTRACTOR FLANGE, USE
WITH 71 SERIES EXTRACTOR
FOR EASE OF BOARD EXTRACTION
FROM CONNECTORS

MOUNTING HOLE DETAIL 71 SERIES EXTRACTOR

Units: mm (in) 
Unless specified otherwise,
.xx = ± .25, .x = ± .5 
(.xxx = ±.010, .xx = ± .02)
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Our powerful portfolio of brands:

SERIES 127 LOK–TAINER

nVent SCHROFF, Inc. 7328 Trade Street, San Diego, CA 92121 USA, +1 800-525-4682 

CALMARK™

Screw Action
Left hand  __________________________________________________  L  
Right hand  _________________________________________________  R

___ B 

Board Thickness

Length

Finish

1.60 (.063) PCB Thickness

Length in 12.7 (.50) increments 6 [76.2 (3.00)]
to 24 [304.8 (12.00)]

or select from Board Thickness
_ 2

 

 _________ 
_____________________________________   

Gold Plate _ 5  
or select from Finish Table

 
  

   
 
 

  

  

MOUNTING HOLE DIMENSIONS

MATERIALS TABLE

BOARD THICKNESS TABLE

FINISH TABLE

MOUNTING HOLE NOTE:
CENTER MOUNTING HOLE AND
CUT-OUT IS ELIMINATED ON LENGTHS
UNDER 5 INCHES (127 mm).

–10

–11

–12

–13

–14

–15

–16

–17

–18

–19

–20

–21

–22

–23

–24

127.0

139.7

152.4

165.1

177.8

190.5

203.2

215.9

228.6

241.3

254.0

266.7

279.4

292.1

304.8

(5.00)

(5.50)

(6.00)

(6.50)

(7.00)

(7.50)

(8.00)

(8.50)

(9.00)

(9.50)

(10.00)

(10.50)

(11.00)

(11.50)

(12.00)

Note: –6 [76.2 (3.00)] to –9 [114.3 (4.50)], mounting hole dims as per 12.70 (.500) datum and 6.35 (.250) Ref as noted above.

CODE
LETTER

DASH #

DASH #
SILVER PLATE PER QQ-S-365, TYPE III, GRADE A[blank]

–1
–2
–3
–4
–5
–6
–7
–8

NOTE:

 

NONE
EBANOL PER MIL-F-495 FOR BERYLLIUM COPPER PER MIL-C-13924 FOR STEEL
CADMIUM PER QQ-P-416, TYPE 2, CLASS 2
COPPER PLATE PER MIL-C-14550, CLASS 2
GOLD PLATE PER MIL-G-45204, TYPE 1, GLASS 1
NICKEL PLATE PER QQ-N-290, CLASS 1, GRADE G, BRIGHT
ZINC PLATE CLEAR CHROMATE, PER ASTM-B-633, Fe/Zn 8
ZINC PLATE YELLOW CHROMATE, PER ASTM-B-633, Fe/Zn 8

NO FINISH (–1) NOT AVAILBLE WITH "S" STEEL MATERIAL

–2
–4

.025 (0.64)

.087 (2.21)
.070 (1.78)
.132 (3.36)

.309 (7.85)

.376 (9.55)

A MAX

BOARD
THICKNESS
A MIN

B
S

BERYLLIUM COPPER, 1/4H PER ASTM-B-194
STEEL PER ASTM-A-366

.500
(12.70)

6.35
(.250)
REF

57.2 (2.25)

DATUM 0 82.6 (3.25)

108.0 (4.25)

120.7 (4.75)

133.4 (5.25)

146.1 (5.75)

158.8 (6.25)

171.5 (6.75)

184.2 (7.25)

196.9 (7.75)

209.6 (8.25)

222.3 (8.75)

235.0 (9.25)

247.7 (9.75)

260.4 (10.25)

273.1 (10.75)

285.8 (11.25)

INSTALLATION NOTES:
.065(1.65) DIAMETER RIVET WITH
.020(.51) MAXIMUM HEAD HEIGHT
OR EYELET MAY BE USED FOR
INSTALLING RETAINERS.

Part Number Code  

Material

Series 127 LOK-TAINER Screw-Actuated

Beryllium Copper
or select from Materials Table

Part Number Code example: 127B–4–12–6–R   
Series 127 Screw-actuated LOK-TAINER, Beryllium Copper
housing with flange, 152.4 mm (6.00 in.) long, Nicket plate finish,
and right hand screw action.
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